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CLARIFICATION GUIDE  
OF THE UCI TECHNICAL REGULATION 

 

04.05.2020 version  

As the summit organisation of world cycle sport, the International Cycling Union (UCI) is the 
guarantor of the proper application of ethical and sporting regulations. 

The UCI Regulations assert the primacy of man over machine. Observance of the regulations 
by all parties involved facilitates sporting fairness and safety during competition. 

This document does not replace Articles 1.3.001 to 1.3.034 of the UCI Regulations, but 
rather complements them and illustrates the technical rules defined therein. The objective 
of this document is to offer a definitive interpretation in order to facilitate understanding 
and application of the Regulations by international commissaires, teams and manufacturers. 

This practical guide applies to equipment used in road, track and cyclo-cross events. Each 
discipline has its own technical characteristics and each may have variants depending on the 
type of event. 

The UCI Equipment Unit may be contacted by anyone seeking information on the technical 
regulations. The technical regulations can be consulted on the UCI website under the "Rules" 
heading. Further details on the approval procedures for frames, forks and wheels are also 
available on the UCI website under the "Equipment" heading. 

 

Section 1 : general provisions  

§ 1 Principles 

 

ARTICLE 1.3.001 
 

ά9ŀŎƘ ƭƛŎŜƴŎŜ ƘƻƭŘŜǊ ǎƘŀƭƭ ŜƴǎǳǊŜ ǘƘŀǘ Ƙƛǎ ŜǉǳƛǇƳŜƴǘ όōƛŎȅŎƭŜ ǿƛǘƘ ŀŎŎŜǎǎƻǊƛŜǎ ŀƴŘ ƻǘƘŜǊ 
devices fitted, headgear, clothing, etc.) does not, by virtue of its quality, materials or design, 
ŎƻƴǎǘƛǘǳǘŜ ŀƴȅ ŘŀƴƎŜǊ ǘƻ ƘƛƳǎŜƭŦ ƻǊ ǘƻ ƻǘƘŜǊǎΦέ 

 
The licence holder is responsible for his or her equipment and for ensuring its compliance 
with the regulations. The licence holder must thus have knowledge of the technical 
regulations to be able to apply them to the bicycle, accessories and clothing. The objective 
of the approval procedures put in place by the UCI is to assist licence holders in this task. 

The bicycle must be designed and constructed to the highest professional standards in 
accordance with official quality and safety standards in a manner that respects the UCI's 
technical regulations, allowing the rider to adopt, without difficulty or risk, the required 
positions (support points, withdrawn saddle position, hands on the handlebars, position of 
handlebar extensions, etc.). 

 

https://www.uci.org/inside-uci/constitutions-regulations/regulations
https://www.uci.org/inside-uci/constitutions-regulations/equipment
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ARTICLE 1.3.001 BIS 
 

ά9ŀŎh licence holder shall ensure that the equipment he uses on the occasion of road, track 
or cyclo-cross events shall be approved by the UCI according to the specifications of the 
!ǇǇǊƻǾŀƭ tǊƻǘƻŎƻƭǎ ƛƴ ŦƻǊŎŜ ŀƴŘ ŀǾŀƛƭŀōƭŜ ƻƴ ǘƘŜ ¦/L ²ŜōǎƛǘŜΦέ 

The UCI put at disposal on the UCI website the list of homologated Road, Time-Trial, Cyclo-
cross, Track frames and forks as well as the Cyclo-cross and road wheels under the 
"Equipment" heading. For any item of equipment that is subject to an approval procedure to 
be used in competition, it must be approved in advance by the UCI with details published on 
the website. The other material items donΩǘ ƴŜŜŘ ǘƻ ōŜ ƘƻƳƻƭƻƎŀǘŜŘ ōǳǘ Ƴǳǎǘ ǊŜǎǇŜŎǘ 
article 1.3.006 obligations. 

 

ARTICLE 1.3.002 
 

ά¢ƘŜ ¦/L ǎƘŀƭƭ ƴƻǘ ōŜ ƭƛŀōƭŜ ŦƻǊ ŀƴȅ Ŏƻnsequences deriving from the choice of the equipment 
used by licence holders, nor for any defects it may have or its non-compliance. Equipment 
used must meet all relevant ISO quality and safety requirements for bicycles (as referenced 
for illustration purposes in the Clarification Guide published on the UCI website) as well as 
any other standards applicable in the country of the event.έ 
 
ά¢ƘŜ ƭƛŎŜƴŎŜ-holder shall use the equipment which is certified and compliant with quality and 
safety standards as provided by the manufacturer, without any modification whatsoever. The 
licence-holder shall be entirely and exclusively liable for any modification made to the 
equipment, in particular in the event of an incident, and may be subject to disciplinary 
sanctions in acŎƻǊŘŀƴŎŜ ǿƛǘƘ ǘƘŜ ¦/L wŜƎǳƭŀǘƛƻƴǎΦέ 
 
Updated on 01.01.19 

 
It is essential that the equipment used in competition meets the prevailing quality and safety 
standards for bicycles. Mechanics and riders should also be aware of the ISO 4210 Standard 
on safety that applies to cycling equipment. They should refer to this Standard before 
modifying or adjusting any bicycle component. From 2019, all the frames and forks 
submitted to the UCI for approval will have to join a certification confirming the compliance 
with the ISO 4210 security norm. The certification template is available in the section 
« Equipment » of the UCI website. 
 
Modifying equipment used in competition in relation to products supplied by the 
manufacturer is prohibited for obvious safety reasons. Whether it is a matter of modifying 
the length of the saddle, adapting approved wheels, filing off fork drop-out safety lugs or 
meeting the 3:1 rule by adding tape to handlebars. No modification of equipment that is not 
conducted by the manufacturer is authorised by the UCI without prior approval. 
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Figure 1: Examples of the prohibited modification of equipment (addition of tape, filing off 
fork drop-out safety lugs) 

 

 

Figure 2: Example of the prohibited modification of equipment (the carbon cover added to 
the chainring 

The addition of handlebar tape to improve a rider's grip and any addition of adhesive tape to 
maintain, avoid abrasion, provide visual continuity or any other function is authorized in 
condition when it does not constitute an excrescence or enlarges the general shape of 
equipment. 

 

Figure 3: Example of application the adhesive tape on the Time Trial disc wheel   
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Figure 4: Illustration of the addition of the adhesive tape to cover bolts access   

 

ARTICLE 1.3.003 
 

άLƴ ƴƻ ŜǾŜƴǘ ǎƘall the fact that a rider has been able to take part in the competition give rise 
to liability on the part of the UCI; checks on equipment that may be carried out by the 
commissaires or by an agent or a body of the UCI being limited to compliance with purely 
sporting and technical requirements. Where required, checks on equipment and material 
may be carried out, before, during or after the race, at the request of the president of the 
ŎƻƳƳƛǎǎŀƛǊŜǎΩ ǇŀƴŜƭΣ ƻǊ ǘƘŀǘ ƻŦ ŀƴ ŀƎŜƴǘ ƻǊ ōƻŘȅ ƻŦ ǘƘŜ ¦/LΦ 

For that purpose, the commissaire and the UCI can seize equipment for a subsequent check, 
if necessary before, during or after the race, irrespective of whether the equipment was used 
during the competition. 
 
If the seized equipment is found not to comply with the requirements of the UCI Regulations, 
the UCI may retain such item of equipment until the conclusion of any related disciplinary 
proceedings.έ 

 
 

ARTICLE 1.3.003 BIS 
 

ά9ǾŀŘing, refusing or failing to allow or enable a commissaire or other competent body to 
conduct an equipment check shall be sanctioned as follows: 

Rider or other team member: suspension of between one month and one year and/or a fine 
ƻŦ ōŜǘǿŜŜƴ /IC мΩлл0.- and /IC мллΩлллΦ- 

Team: suspension of between one and six months and/or a fine between CHF 5Ωллл ŀƴŘ /IC 
мллΩлллέ 
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§ 2 Technical innovations 

 

ARTICLE 1.3.004 
 

ά9ȄŎŜǇǘ ƛƴ Ƴƻǳƴǘŀƛƴ ōƛƪŜ ǊŀŎƛƴƎΣ ƴƻ ǘŜŎƘƴƛŎŀƭ ƛƴƴƻǾŀǘƛƻƴ ǊŜƎŀǊŘƛƴƎ ŀƴȅǘƘƛƴƎ ǳǎŜŘΣ ǿƻǊƴ ƻǊ 
carried by any rider or license holder during a competition (bicycles, equipment mounted on 
them, accessories, helmets, clothing, means of communication, etc.) may be used until 
approved by the UCI. Requests for approval shall be submitted to the UCI, accompanied by all 
necessary documentation.  

Participation to the examination costs is to be paid by the applicant and is determined by the 
UCI Management Committee according to the complexity of the submitted technical 
innovation. 

!ǘ aŀǘŜǊƛŀƭ /ƻƳƳƛǎǎƛƻƴΩǎ ƛƴǎǘƛgation, the UCI executive bureau studies the admissibility of 
the technical innovation from a sporting point of view and answers within 6 months from the 
submission date. The innovation comes into force as from the acceptance date. 

There is no technical innovation in the sense of the present article if the innovation entirely 
falls within the specifiŎŀǘƛƻƴǎ ŦƻǊŜǎŜŜƴ ƛƴ ǘƘŜ ǊŜƎǳƭŀǘƛƻƴǎΦέ 

 
Technical innovations must be submitted to the UCI in advance and approved by the 
Equipment Commission before they can be used in competition. 

A technical innovation is defined as a new system, device or item of equipment that allows 
an improvement of a riderΩǎ performance, adds new functions to the bicycle, modifies the 
ōƛŎȅŎƭŜΩǎ ƎŜƴŜǊŀƭ ŀǇǇŜŀǊŀƴŎŜ ƻǊ ŀŦŦŜŎǘǎ any other aspect of the UCI regulations. 

If there is any doubt, it is preferable to present new equipment to the UCI which will 
determine whether it is a matter of a technical innovation or not. New equipment will be 
carefully studied by experts in order to evaluate the benefits and how such equipment could 
improve cycle sport as well as assessing the risks and any potential divergence from the 
regulations. The most appropriate decision will then be taken in the interest of the sport. 

 

ARTICLE 1.3.005 

 

άLŦ ŀǘ ǘƘŜ ǎǘŀǊǘ ƻf a competition or stage the commissaires' panel considers that a rider 
arrives with a technical innovation or an equipment not yet accepted by the UCI, it shall 
refuse to permit the rider to start with such an innovation.  

In the event of use in competition, the rider shall automatically be expelled from the 
competition or disqualified. There shall be no right to appeal against the decision of the 
commissaire's panel.  

If this technical innovation or the equipment not yet accepted by the UCI are not noticed or 
sanctioned by the commissaire's panel, the UCI disciplinary commission shall order the 
disqualification. The UCI shall refer to the disciplinary commission, either automatically or at 
the request of all interested. The disciplinary commission will only apply sanctions after 
having received the opinion of the equipment commission.  

In out of competition situations, the UCI shall decide whether an item should be considered a 
technical innovation and whether the procedure provided for in article 1.3.004 is to be 
ŦƻƭƭƻǿŜŘΦέ 
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There are 3 different possibilities to sanction the use of a technical innovation in 
competition that was not approved by the UCI first: 

Å In cases where the technical innovation is checked before the start of a race, the rider is 
not allowed to start the race unless he removes or replaces the concerned equipment. 

Å In cases where the technical innovation is spotted during the race, the rider is 
automatically expelled from the competition or disqualified. 

Å In cases where the technical innovation is not sanctioned by the commissaire's panel 
neither before the start, nor during the race, the disqualification may be decided 
afterward by the UCI disciplinary commission. 

During the events, the commissaire's panel make the decision to determine if an equipment 
meets the technical innovation's definition and which sanction to apply. In out of 
competition situations or when a technical innovation is reported after the end of an event, 
the UCI disciplinary commission make the decision if a technical innovation was used and 
what would be the sanction that applies. 

 

§ 3 Commercialisation 

 
ARTICLE 1.3.006 

 

άEquipment shall be of a type that is sold for use by anyone practising cycling as a sport.  

Any equipment in development phase and not yet available for sale (prototype) must be 
subject of an authorization request to the UCI Equipment Unit before its use. Authorization 
will be granted only for equipment which is in the final stage of development and for which 
commercialization will take place no later than 12 months after the first use in competition. 
The manufacturer may request a single prolongation of the prototype status if justified by 
relevant reasons. 

When assessing a request for use of equipment which is not yet available for sale, the UCI 
Equipment Unit will pay particular attention to safety of the equipment which will be 
submitted to it for authorization. 

The use of equipment designed especially for the attainment of a particular performance 
(record or other) shall be not authorised. 

Upon expiry of the authorised period of use of a prototype (equipment not yet available for 
sale), any item of equipment must be commercially available in order to be used in cycling 
events. The requirement of commercial availability shall be understood as equipment having 
to be available through a publicly available order system (whether with manufacturer, 
distributor or retailer). Upon an order being placed, the order shall be confirmed within 30 
days and the relevant equipment shall be made available for delivery within a further 90-day 
deadline. In addition, the retail price of the equipment shall be publicly advertised, shall not 
render the equipment de facto unavailable to the general public and shall not unreasonably 
exceed the market value for equipment of a similar standard.  
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Any equipment which is not commercially available and is not authorised (not authorised by 
UCI Equipment Unit or authorised period expired), may not be used in cycling events 
governed by the UCI Regulations. Any such unauthorised use of equipment may be 
sanctioned by disqualification of results obtained when using the equipment and/or a fine 
ǊŀƴƎƛƴƎ ŦǊƻƳ /IC рΩллл ǘƻ мллΩлллΦέ 

Text modified on 15.10.18 

The entire used material must be accessible to all participants. All the components must be 
available commercially (i.e. available on the market or sold directly by the manufacturer) at 
the latest twelve months after their first use in competition. If such a deadline is requested 
and accepted by the UCI, the manufacturer must publicly announce that the product in 
question is being used in competition and when it will be available for sale. In all cases the 
product must be in a final stage of development, very similar to the product that will be 
marketed.  

Thus, it is not allowed to use equipment in competition that is not either available on the 
market or authorized by the UCI Equipment Unit and previously communicated by the 
manufacturer (with a twelve months period for the marketing). 

The use of equipment specially designed for a particular athlete, event or performance are 
prohibited. "Specially designed" means a bicycle with a technical added value when 
compared with other equipment. 

No minimum production quantity or minimum price is defined for either bicycles or any 
component parts. 

It is also demanded to have reasonable prizes, meaning comparable to a similar product of a 
same range. 

 

Section 2 : bicycles 

§ 1 Principles 

 
ARTICLE 1.3.007 
 

ά¢ƘŜ ōƛŎȅŎƭŜ ƛǎ ŀ ǾŜƘƛŎƭŜ ǿƛǘƘ ǘǿƻ ǿƘŜŜƭǎ ƻŦ Ŝǉǳŀƭ ŘƛŀƳŜǘŜǊΦ ¢ƘŜ ŦǊƻƴǘ ǿƘŜŜƭ ǎƘŀƭƭ ōŜ 
steerable; the rear wheel shall be driven through a system comprising pedals and a chain. 
Exceptions to this rule may exist for certain cycling disciplines, in which case specific rules are 
provided for in the respective discipline.έ 
 
Text modified on 01.01.19 

 
The bicycle is a vehicle with two wheels which must be of equal diameter. Exception for MTB 
where the two wheels can be of a different diameter. 

The front wheel is steerable; the rear wheel is driven. The bicycle is propelled solely by a 
system of pedals acting upon a chain. Only one chain may be used on the bicycle in order to 
engage the transmission between the bottom bracket and the driven wheel. 

The bicycle must be in "working order" with a steering system acting on the steerable wheel 
and a propulsion system acting on the driven wheel by means of a circular movement 
through a chainset comprising one or more chainwheels and two arms (cranks), arranged at 
180°, one as an extension of the other, in the same plane. 
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ARTICLE 1.3.008 
 

ά¢ƘŜ ǊƛŘŜǊ ǎƘŀƭƭ ƴƻǊƳŀƭƭȅ ŀǎǎǳƳŜ ŀ ǎƛtting position on the bicycle. This position requires that 
the only points of support are the following: the feet on the pedals, the hands on the 
ƘŀƴŘƭŜōŀǊǎ ŀƴŘ ǘƘŜ ǎŜŀǘ ƻƴ ǘƘŜ ǎŀŘŘƭŜΦέ 

 
The use of a supplementary point of support such as a lumbar support achieved by an 
excessive inclination of the saddle or the addition of a lumbar support component to the 
saddle is not authorised in order to ensure fairness in competition. 

 

ARTICLE 1.3.009 
 

ά¢ƘŜ ōƛŎȅŎƭŜ ǎƘƻǳƭŘ ƘŀǾŜ ƘŀƴŘƭŜōŀǊǎ ǿƘƛŎƘ ŀƭƭƻǿ ƛǘ ǘƻ ōŜ ǊƛŘŘŜƴ ŀnd maneuvered in any 
ŎƛǊŎǳƳǎǘŀƴŎŜǎ ŀƴŘ ƛƴ ŎƻƳǇƭŜǘŜ ǎŀŦŜǘȅΦέ 

 
Bicycles used in road and cyclo-cross events must be fitted with an efficient braking system 
that acts on both wheels (either simultaneously or independently) operated by two brake 
levers. The use of a fixed gear in competition is prohibited. Bicycles shall have at least 89 mm 
clearance between the pedal spindle and the front tire when turned to any position in 
accordance with the requirements of the EN14781 safety standard to not be hindered when 
turning. 

Hydraulic brake systems on rims are authorised provided that their attachment to the 
bicycle does not contravene any regulations (brake hoods must not become extensions, 
etc.). Disc brake systems are authorised. 

 

ARTICLE 1.3.010 
 

ά¢ƘŜ ōƛŎȅŎƭŜ ǎƘŀll be propelled solely, through a chainset, by the legs (inferior muscular 
chain) moving in a circular movement, without electric or ƻǘƘŜǊ ŀǎǎƛǎǘŀƴŎŜΦέ 
 
Exceptions to this rule may exist for certain cycling disciplines, in which case specific rules are 
provided for in the respective discipline. 
 
In para-cycling, mechanical prostheses/orthopedic braces for upper or lower limbs can only 
be used by athletes who have been evaluated in accordance with the UCI classification 
procedure and who have Review (R) or Confirmed (C) status. 
 
 In no case may a mechanical prosthesis/orthopedic brace for the lower limbs be used 
outside para-cycling events.έ 
 
Text modified on 01.01.19 
 

 
The movement of the pedal axle around the bottom bracket axle must be completely 
circular. Oval chainwheels are allowed if the path is circular with a crank arm geometry that 
does not change.  
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The addition of mechanical or electrical systems that serve to assist the rider is prohibited. 
Exception for the E-MTB discipline. The use of an electronic unit solely to change gears is 
authorised provided that the attachment to the bicycle does not contravene any regulations. 

All athletes, disabled or able-bodied, wanting to wear prosthesis or orthopaedic braces 
should go through the classification procedure. Able-bodied athletes cannot the use 
mechanical prostheses/orthopaedic braces because they would have NE (Not Eligible) status 
according to the classification procedure.  

Mechanical prosthesis/orthopaedic braces for lower limbs are prohibited in able-bodied 
events. On the other hand, mechanical prostheses/orthopaedic braces for upper limbs will 
be authorised (after evaluation) if they allow an improvement in handling skills compared to 
a fixed prosthesis/orthopaedic brace. An athlete with a mechanical prosthesis/orthopaedic 
brace for upper limbs can thus take part in able-bodied competition upon receiving 
authorisation from the integration procedure. 

 

§ 2 Technical specifications 

 

ARTICLE 1.3.011 
 

ά9ȄŎŜǇǘ ǿƘŜǊŜ ǎǘŀǘŜŘ ǘƻ ǘƘŜ ŎƻƴǘǊŀǊȅΣ ǘƘŜ ǘŜŎƘƴƛŎŀƭ ǎǇŜŎifications given in the articles 1.3.011 
to 1.3.025 shall apply to bicycles used in road, track and cyclo-cross racing.  

The specific characteristics of bicycles used in mountain bike, BMX, BMX Freestyle, trials, 
indoor cycling and paracycling for riders with disabilities are set out in the part regulating the 
ŘƛǎŎƛǇƭƛƴŜ ƛƴ ǉǳŜǎǘƛƻƴΦέ 

 

 

Figure 5: Illustration of the parts of the bicycle covered by Articles 1.3.011 to 1.3.025 

 



CLARIFICATION GUIDE OF THE UCI TECHNICAL REGULATION 

 

10 

 

ARTICLE 1.3.012 
 

ά! ōƛŎȅŎƭŜ ǎƘŀƭƭ ƴƻǘ ƳŜŀǎǳǊŜ ƳƻǊŜ ǘƘŀǘ 185 cm in length and 50 cm in width overall.  

A tandem shall not measure more than 270 cm in length and 50 cm in width ƻǾŜǊŀƭƭΦέ 

 
The maximum width of 50cm for the bicycle directly relates the maximum authorised width 
of handlebars. 

 

ARTICLE 1.3.013 

 

ά¢ƘŜ peak of the saddle shall be a minimum of 5 cm to the rear of a vertical plane passing 
through the bottom bracket spindle. This restriction shall not be applied to the bicycle ridden 
by a rider in a sprint event on track (flying 200 m, flying lap, sprint, team sprint, keirin, 500 
metres and 1 kilometre); however, in no circumstances shall the peak of the saddle extend in 
front of a vertical line passing through the bottom bracket spindle.  

The peak of the saddle can be moved forward until the vertical line passing through the 
bottom bracket spindle where that is necessary for morphological reasons. By morphological 
reasons should be understood everything to do with the size and limb length of the rider.  

Any rider who, for these reasons, considers that he needs to use a bicycle of lesser 
dimensions than those given shall inform the commissaires' panel to that effect at the time 
of the bike check. 

Only one exemption for morphological reasons may be requested; either the peak of the 
saddle can be moved forward or the handlebar extensions can be moved forward, in 
accordance with Article 1.3.023έ 

The withdrawn position of the saddle is measured from the tip of the saddle to the vertical 
plane passing through the centre of the bottom bracket axle.  

Any rider who considers, for morphological reasons, that he or she cannot respect the 
regulations concerning the withdrawn position of the saddle may obtain an exemption from 
the commissaire at the time of the bike check. In no case the peak of the saddle can exceed 
the vertical line passing through the bottom bracket spindle  

If the exemption for the saddle is used, the rider cannot use the exemption for the 
extensions length in accordance with Article 1.3.023 

 

ARTICLE 1.3.014 

 

ά¢ƘŜ ǇƭŀƴŜ ǇŀǎǎƛƴƎ ǘƘǊƻǳƎƘ ǘƘŜ ƘƛƎƘŜǎǘ Ǉƻƛƴǘs at the front and rear of the saddle can have a 
maximum angle of nine degrees from horizontal. The length of the saddle shall be 24 cm 
minimum and 30 cm maximum. A tolerance of 5mm is allowed.έ 

 
It is important to grant the rider sufficient freedom to allow a comfortable position to be 
adopted, reducing the pressure on the perineum, while avoiding any deviation through an 
excessively sloping saddle that could improve sporting performance to an unacceptable 
degree by the addition of a lumbar support. Furthermore, if the saddle is inclined too 
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ǎŜǾŜǊŜƭȅΣ ǘƘƛǎ ǊŜŘǳŎŜǎ ǘƘŜ ǉǳŀƭƛǘȅ ƻŦ ǘƘŜ ǊƛŘŜǊΩǎ Ǉƻǎƛǘƛƻƴ ƻƴ ǘƘŜ ǎŀŘŘƭŜΣ ǘƘǳǎ ǊŜŘǳcing its 
intrinsic function of providing a basic support for the rider on the bicycle. 

Checks on the horizontality of saddles are conducted in the road, track and cyclo-cross 
events by measuring the angle of incline of the saddle, considering the plane passing 
through the highest points at the front and rear of the saddle. This angle must be less than 9 
degrees (positive or negative incline). 

  

The commissaries are provided with a 
measuring device as shown in the Figure 
6. Checks will not be systematic, but in 
the event of any doubt, the commissaires 
will place the device on the saddle to 
determine its angle of incline after having 
calibrated the device to the ground or the 
measuring jig. 

 

Figure 6: Official measuring device to 
check saddle inclination 

 
The measurement of the horizontality of saddles must be a simple, fair and repeatable 
process. The tolerance of 9 degrees gives the rider a lot of freedom to adjust his or her 
position on the bike. Commissaires are able to give a clear, coherent and categorical 
response when carrying out saddle checks. 
 
 

ARTICLE 1.3.015 
 

άThe distance between the bottom bracket spindle and the ground shall be between 24 cm 
minimum and maximum 30 cm.έ 

 
The aim of this rule, among other things, is to avoid the risk of the cranks or pedals touching 
the ground when cornering. 

 
 

ARTICLE 1.3.016 
 

ά¢ƘŜ ŘƛǎǘŀƴŎŜ ōŜǘǿŜŜƴ ǘƘŜ ǾŜǊǘƛŎŀƭ Ǉŀǎǎƛƴg through the bottom bracket spindle and the front 
wheel spindle shall be between 54 cm minimum and 65 cm maximum.  

The distance between the vertical passing through the bottom bracket spindle and the rear 
wheel spindle shall be between 35 cm minimum and maximum рл ŎƳΦέ 

 
If the front or rear centre is too short, this will reduce the bicycle's stability whereas if the 
front or rear centre is too long the bicycle will be less manoeuvrable. 



CLARIFICATION GUIDE OF THE UCI TECHNICAL REGULATION 

 

12 

 

 

Figure 7: Illustration of the minimum and maximum distances between the bottom bracket 
and front and rear wheel axles 

 

ARTICLE 1.3.017 
 

ά¢ƘŜ ŘƛǎǘŀƴŎŜ ōŜǘǿŜŜƴ ǘƘŜ ƛƴǘŜǊƴŀƭ ŜȄǘǊŜmities of the front forks shall not exceed 11.5 cm; 
the distance between the internal extremities of the rear triangle shall not exceed 14Φр ŎƳΦέ 

 

Figure 8: Illustration of the maximum distances between the fork drop-outs and rear drop-
outs 
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ARTICLE 1.3.018 
 

ά²ƘŜŜƭǎ ƻŦ ǘƘŜ ōƛŎȅŎƭŜ Ƴŀȅ ǾŀǊy in diameter between 70 cm maximum and 55 cm minimum, 
including the tyre. For the cyclo-cross bicycle the width of the tyre (measured between the 
widest parts) shall not exceed 33 mm and it may not incorporate any form of spike or stud.  

For massed start competitions in the disciplines road and cyclo-cross, only wheel designs 
granted prior approval by the UCI may be used. Wheels shall have at least 12 spokes; spokes 
can be round, flattened or oval, as far as no dimension of their sections exceeds 10 mm.  

In order to be granted approval wheels must have been subjected to the Vertical Drop Test 
which consists of : 
 
Test method : Vertical Drop Test 
Vertical drop test (neutralization of the rebound of the anvil) 
 
Energy level : 
40 Joules 
 
Impact striker geometry : 
Flat steel anvil, the impact surface is covered with a silicone rubber pad of 20mm thickness 
(Hardness Shore A=50 +/- 5, Compression set of 40% acc. To ASTM D395 Method B). The 
rubber pad requires to be undamaged. 
 
Impact mass : 
Range of  6 ς 10 kg 
Energy must always remain at 40 Joules at the hit with a +/- 5% tolerance.  
 
Hitting point : 
One hit at 90° from valve hole, adjusted to have the impact point of anvil between the spokes 
In order to be certified as passed, the alloy and/or carbon wheels shall have  
- No visible cracks or delamination 
- No change in lateral profile or in lateral run out in excess of 1.0mm 
- No change in radial profile or in radial run out in excess of 1.0mm  
 
Wheels which meet the definition of traditional wheels do not need to be certified. 
Definition of Traditional wheels : 
Criteria : 
Rim height: less than 25 mm 
Rim material: alloy 
Spokes: minimum of 20 steel spokes which are detachable and all components must be 
identifiable and commercially available 
 
In track competition, including motor-pacing the use of a front disc wheel is only permitted in 
the specialties against the clock 
 
Notwithstanding this article, the choice and use of wheels remains subject to articles 1.3.001 
ǘƻ мΦоΦллоΦέ 
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This regulation applies to road races and cyclo-cross. There is a distinction between standard 
and non-standard wheels. The latter must pass a vertical drop test using a specific procedure 
in order to be included in the list of wheels authorised for competition. This document 
entitled "List of !ǇǇǊƻǾŜŘ ²ƘŜŜƭǎέ and further detailed information on the test procedure 
for non-standard wheels are available on the UCI website under the "Equipment" heading. 

The procedure does not apply to time trials on the road or track events. 

The list of approved wheels under the previous procedure, in force until the 31 December 
201рΣ ƛǎ ŀƭǎƻ ŀǾŀƛƭŀōƭŜ ƻƴ ǘƘŜ ¦/L ǿŜōǎƛǘŜ ǳƴŘŜǊ ǘƘŜ ά9ǉǳƛǇƳŜƴǘέ ƘŜŀŘƛƴƎΦ ¢ƘŜ ǿƘŜŜƭǎ 
included in this list are still allowed in competition. 

For the individual sprint, the front disc wheel is allowed for the qualifications (200m flying 
start) but not for the matches. 

 

ARTICLE 1.3.019 
 

ά¢ƘŜ ǿŜƛƎƘǘ ƻŦ ǘƘŜ ōƛŎȅŎƭŜ Ŏŀƴƴƻǘ ōŜ ƭŜǎǎ ǘƘŀƴ сΦу ƪƛƭƻƎǊŀƳǎΦέ 

 
The minimum weight of the bicycle (in 
working order) is 6.800 kg, considered 
without on-board accessories in place, 
that is to say those items that may be 
removed during the event. The bottles, 
on-board computers and all others 
removable accessories must be removed 
during the weight check. However, the 
bottle cages, fixture systems and clipped-
on extensions are part of the bicycle and 
stay in place during the weighing. 

 

 

Figure 9: Measuring the weight of a 
bicycle

 

ARTICLE 1.3.020 
 

TRIANGULAR SHAPE  
 

άCƻǊ ǊƻŀŘ ŎƻƳpetitions other than time trials and for cyclo-cross competitions, the frame of 
the bicycle shall be of a traditional pattern, i.eΦ ōǳƛƭǘ ŀǊƻǳƴŘ ŀ Ƴŀƛƴ ǘǊƛŀƴƎƭŜΦέ  

 
The triangular shape is defined from a design using 8 cm-wide boxes for each tube. In order 
to comply with this rule, the nominal rear wheel axle must be located within the seat stay 
and chain stay boxes. Furthermore, the bottom bracket axle must be located inside the 
chain stay, seat tube and down tube boxes. The drawing below illustrates these conditions. 
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Figure 10: Illustration of the bottom bracket and rear wheel axles inside the corresponding 
boxes 

This rule results from the Lugano Charter and has the objective of preserving the culture and 
image of the bicycle as an historical fact. Among other things, it prevents the use of "girder" 
frames and bicycles with extravagant shapes that do not represent bicycles as understood by 
the UCI and which would change the existing disciplines. 

 

Figure 11: Example geometry of a bicycle that does not comply with UCI regulations 

 

STRAIGHT LINES  
 

 άLǘ ǎƘŀƭƭ ōŜ ŎƻƴǎǘǊǳŎǘŜŘ ƻŦ straight or tapered tubular elements (which may be round, oval, 
flattened, teardrop shaped or otherwise in cross-section) such that the form of each element 
except the chain stays and the seat stays ŜƴŎƭƻǎŜǎ ŀ ǎǘǊŀƛƎƘǘ ƭƛƴŜΦέ 

 
In road races and cyclo-cross events, the frame tubes must be tubular without excessive 
curvature. The frame elements may be slightly curved, but a straight line must be able to be 
drawn within each element along its length. The start and finish points of each of these lines 
is shown on the diagram below. 
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Figure 12: Illustration of the start and finish points of the straight lines required inside tubes 

The start and finish points of the lines inside road and cyclo-cross frame elements are the 
following: 

Å Top tube: from the intersection of the front of the seat tube box with the top tube 
to the intersection of the rear of the head tube box with the top tube. 

Å Head tube: from the section through the top of the head tube to the lower section 
taken at the point of contact with the forks. 

Å Down tube: from the centre of the bottom bracket to the intersection of the rear of 
the head tube box with the down tube. 

Å Seat tube: from the centre of the bottom bracket to the section passing through the 
top of the seat tube. 

In the case of double tubes, the straight line must fall within the envelope encompassing 
both tubes. In this case, it is not obligatory to be able to insert a straight line within each 
tube separately. 

It is not necessary for a straight line to pass inside the chain stays, seat stays, and fork 
blades. 

 

THE SHAPE OF TUBES  
 

 ά¢ƘŜ ŜƭŜƳŜƴǘǎ ƻŦ ǘƘŜ ŦǊŀƳŜ ǎƘŀƭƭ ōŜ ƭŀƛŘ ƻǳǘ ǎǳŎƘ ǘƘŀǘ ǘƘŜ ƧƻƛƴƛƴƎ Ǉoints shall follow the 
following pattern: the top tube (1) connects the top of the head tube (2) to the top of the 
seat tube (4); the seat tube (from which the seat post shall extend) shall connect to the 
bottom bracket shell; the down tube (3) shall connect the bottom bracket shell to the bottom 
of the head tube. The rear triangles shall be formed by the chain stays (6), the seat stays (5) 
and the seat tube (4) with the seat stays anchored to the seat tube at points falling within 
the limits laid down for ǘƘŜ ǎƭƻǇŜ ƻŦ ǘƘŜ ǘƻǇ ǘǳōŜΦέ 
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The frame and forks must be able to fit entirely within the template formed by seven 
rectangular boxes of 80 mm width as shown by the diagram below. Manufacturers are free 
to adjust the positioning of the boxes provided that the frame geometry respects all articles 
of the technical regulations and the frame and forks are entirely contained within the boxes. 

 

Figure 13: General illustration of the shape and positioning of the 8 cm boxes 

A template formed by red boxes for each element is shown below. The points circled in 
green show the limits of the box lengths. The head tube box must be aligned with the 
steerer axis. 

 

Figure 14: Illustration of the template showing the start and finish points of the 8 cm boxes 
for each element 

The start and finish points of the 8cm boxes for road race and cyclo-cross frames are the 
following: 

Å Top tube: the front line of the box must pass through the point of intersection of the 
rear line of the head tube box with the lower line of the top tube box; the rear line 
of the box must pass through the point of intersection of the front line of the seat 
tube box with the upper line of the top tube box. 

Å Head tube: the upper line of the box must pass no more than 30 mm above the 
point of intersection of the rear line of the head tube box with the upper line of the 
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top tube; the lower line of the box must pass no more than 30 mm below the point 
of intersection of the lower line of the down tube box with the rear line of the head 
tube box.  

Å Down tube: the front line of the box must pass through the point of intersection of 
the rear line of the head tube box with the upper line of the down tube box; the rear 
line of the box must pass through the point of intersection of the lower line of the 
seat tube box with the lower line of the down tube box. 

Å Seat tube: the upper line of the box can be positioned at the desired height provided 
that the seat tube is entirely contained within the box; the lower line of the box 
must not be located in excess of 60 mm below the bottom bracket centre. 

Å Seat stays: the upper line of the box must pass through the point of intersection of 
the front line of the seat tube box with the front line of the seat stay box; the lower 
line of the box must not be located in excess of 60 mm below the rear wheel axle 
centre. 

Å Chain stays: the front line of the box must pass through the point of intersection of 
the lower line of the seat tube box with the lower line of the chain stay box; the rear 
line of the box must not be located in excess of 60 mm behind the rear wheel axle 
centre. 

Å Forks: the upper line of the box must pass through the lowest point of the head 
tube; the lower line of the box can be positioned at the desired height provided that 
the fork is completely contained within the box. 

 

Any extension of the tube boxes beyond 
the points described above in order to 
contain certain frame parts is prohibited. 
For example, the extension of the top 
tube box behind the seat tube, as shown 
in Figure 15, is prohibited. The red zone of 
the frame is not allowed under the 
regulations and the red part of the top 
tube box must not be used. 

Cable guides and the seat bolt do not 
have to be contained within the 8 cm 
boxes provided that there is no deviation 
from their principal function. If these 
parts are integrated into the frame, 
everything must fit inside the boxes. 

 

Figure 15: Illustration of the unauthorised 
extension of the top tube box behind the 
seat tube 

 
TUBE DIMENSIONS  
 

 ά¢ƘŜ ƳŀȄƛƳǳƳ ƘŜƛƎƘǘ ƻŦ ǘƘŜ ŜƭŜƳŜƴǘǎ ǎƘŀƭƭ ōŜ у ŎƳ ŀƴŘ ǘƘŜ ƳƛƴƛƳǳƳ ǘƘƛŎƪƴŜǎǎ нΦр ŎƳΦ ¢ƘŜ 
minimum thickness shall be reduced to 1 cm for the chain stays (6) and the seat stays (5). The 
minimum thickness of the elements of the front fork shall be 1 cm; these may be straight or 
ŎǳǊǾŜŘ όтύΦέ 
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The terms "height" and "thickness" used in the article should be understood to be the 
largest and smallest dimensions of tube sections respectively, i.e. the maximum and 
minimum dimensions authorised in any direction. Thus, the maximum dimension of the 
section of elements is 8 cm while the minimum dimension is 2.5 cm (reduced to 1 cm for 
seat stays, chain stays and forks as well as for the integrated seat posts). 

A tolerance of one millimeter is allowed for frame elements when carrying out checks at 
events to account for the thickness of surface coatings (paint ŀƴŘ ǎǇƻƴǎƻǊǎΩ ƭƻƎƻǎ). No 
tolerance is allowed when inspecting technical designs, in particular during approval 
procedures. 

 

The blue areas of the illustration below show the parts of the frame and forks that must 
respect the rule of minimum and maximum dimension for the tubes, for road and cyclo-
cross models.  

All sections must be perpendicular to the front or upper edges (red lines in the drawings). 

 

Figure 16: Illustration of the areas of the frame and forks subject to the rule of minimum and 
maximum dimension for the tubes, for road and cyclo-cross models 

Sections A to M on the illustration represent the limits of these areas and are defined as 
follows: 

�‡ Section A-A: a perpendicular section at the end of the top tube passing through the 
point 30 mm from the front line of the seat tube box on the lower line of the top tube 
box. 

�‡ Section B-B: a perpendicular section at the end of the top tube passing through the point 
30 mm from the rear line of the head tube box on the lower line of the top tube box. 

�‡ Section C-C: a perpendicular section at the end of the down tube passing through the 
point 30 mm from the rear line of the head tube box on the front line of the down tube 
box. 


